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WORKSHOP EQUIPMENT CATALOG

AVAILABLE COLORS

RAL 7040 	 Volkswagen Grey	 /39
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Max. 
1200 mm 

(44”)

10"÷32”

 Kg. 85

595 kg

CAR TYRE CHANGERS VAS 741 025 

Interactive multifunctional TFT-LCD TOUCH SCREEN interface with microprocessor control.
USB port for software databases update, and for loading files and videos. Playback capability 
for demonstration videos, scheduled maintenance reminder, self-diagnosis, sensor state check 
and fault indication. Camera active during automatic work cycle.

Universal automatic tyre changer

Rim capacity

Tyre capacity
SMART CORGHI SYSTEM demounting procedure
•minimised tyre stress
•absolutely NO contact with rim!!!
•automated, synchronised tyre demounting and 
mounting.

Integrated fully articula-
ted lifter with 85 Kg max. 
load capacity.

Max. wheel weight

Freely adjustable mobile control console. Simple, quick and intuitive controls

0-11108503/39 + 8-21100209ARTIGLIO MASTER CODE
Description Electrical supplyCode

230/115V - 1Ph - 50/60Hz Moto-inverter 2V

1760 mm 2500 mm

18
40

 m
m

The machine has 4 automated work cycles to make procedures increasingly fast, simple and absolutely safe for 
integrity of the rim and the tyre. MASTER CODE is compatible with all tyre types, from Run Flat-UHP tyres to both 
small and large balloon tyres. Wheel data self-acquisition and automatic work. Automatic tool positioning for 
manual cycle procedure wizards.

VERSIONS

Li
fte

r

Be
ad

 d
ep

re
ss

or

Lu
br

ic
at

or

Vi
de

o 
ca

m
er

a

In
fla

tr
on

BASE
VAS 741 025
0-1118503/39

SLIDE
VAS 741 025
0-1118524/39

VISUAL L
VAS 741 025
0-1118520/39



4

Max. 360 mm (14”)

Max. 
1100 mm 

(43”)

12"÷26”

16
00

 m
m

.

1300 mm.
2100 mm.

 Kg. 65

Kit Run Flat

VAS 6200/2
Standard accessories (always supplied)

CAR TYRE CHANGERS VAS 6200 A

Display allowing electronic setting of 
the rim diameter with positioning of all 
working tools, reading of the pressure 
inside the tyre during the inflation cycle, 
and selection of the PAX system working 
procedure.

Tyre changer with "Leva la Leva" technology for passenger car, SUV and light 
transport vehicle wheels. Exclusive Smart Corghi system with electronic wheel 
diameter preselection and automatic demounting/mounting tool and bead 
breaker disc positioning. 
Complete with wheel lift, pneumatic bead presser and van wheel kit.

Universal automatic tyre changer 

Rim capacity

Tyre capacity

Integrated pneumatically operated wheel 
lift for easy positioning of the wheel on the 
turntable with absolutely no operator effort.  
(Corghi Patented)

Max. wheel weight Control console subdivided into three separate working 
areas, for more immediate movement recognition, and 
easier use by the operator.

Max overall dimensions

Net Kg. 450

0-11103662/39 + 801263408 +  8-21100209 
	 + 8-11100037 + 8-11100166

ARTIGLIO MASTER 26 M.I.
Description Electrical supplyCode

230V - 1Ph - 50Hz Moto-inverter 2V
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Max. 360 mm (14”)

Max. 
1100 mm 

(43”)

12"÷26”

18
14

 m
m

.

1134 mm. 1904 mm.

 Kg. 85

Pik-up kit

Ergonomic and multifunctional consoles with a display that makes it possible to electronically set the rim 
diameter and obtain the positioning of the work tools in a quick, practical and safe manner. Divided into 
three distinct work areas, it makes it easier to immediately recognize movements and makes the system 
easier to use for the operator.

Standard accessories (always supplied)

CAR TYRE CHANGER VAS 741 011

Tyre changer with "Leva la Leva" technology for passenger car, SUV and light transport vehicle wheels. 
Exclusive Smart Corghi system with electronic wheel diameter preselection and automatic demounting/
mounting tool and bead breaker disc positioning.  
Complete with wheel lift, pneumatic bead presser and van wheel kit.

Universal automatic tyre changer 

Rim capacity

Tyre capacity

Integrated pneumatically operated wheel lift for easy 
positioning of the wheel on the turntable.

Axial mounting turntable 
allows quick, secure wheel 
clamping and bead breaking 
on both sides with no need to 
turn the wheel over (wheel is 
clamped on the machine just 
once).

Bead depressor with adjustable 
working height. Depressor shape 
ideal for RFT tyres. Standard in all 
versions.

Max. wheel weight

Max overall dimensions

Net Kg. 400 (T.I.=Kg. 415)

0-11116262/39+8-21100209ARTIGLIO MASTER JOLLY
Description Electrical supplyCode

230V-1Ph - 50/60Hz Moto-inverter 2V
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CAR TYRE CHANGER
ACCESSORIES

Description

VA
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VAS 6200/2 • Code 801263408 
 
Pneumatic bead pressing tool.

- O S

VAS 6200/3 • Code 8-11100166

- O O
Run Flat Kit for WDK Certification 
 04-001

• Code 8-11100037

Pick-up kit.
O O S

S = Standard    O = Available    - = Not available

For any other optional accessory, please refer to the official Price List of CORGHI



Note
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www.corghi.com - info@corghi.com

NEXION SPA - ITALY - Società unipersonale soggetta a direzione e 
coordinamento di Minio srl - A sole shareholder Minio company


